
 

 

 

  
 

 

 

   

  

 

 
 

 

Nr.   

1 E-E

2 E-H

3 E-P 

4 P-C 

 

 

 

Batteridrevet
Digitalt
Presisjonsmanometer
Digi-100

Klasse 0.2% / 0,1%

Ø 100 mm

Bakgrunnslys

Min / Max leseminne 
Stolpegraf
Stor 5-sifret skjerm

Digi-100 er et batteridrevet digitalt presisjonsmanometer.
Nøyaktighetsklasse 0.2% med opsjon 0.1% og er egnet for måling av
gasser, væsker og oljer.
Den store 5-sifrede LCD-skjermen med stolpegraf visning fra 0 % til 100 % sikrer utmerket lesbarhet av 
trykket.

Den er utstyrt med Min / Max leseminne, nullkorreksjon og bakgrunnslys. Det er lett å bytte mellom de 
vanligste måleenhetene : MPa, bar, PSI, mbar, Kg / cm², KPa, mmHg, mH²O og Torr (avhengig
av måleområdet).

Tastefunksjoner:

Tast Funksjon Beskrivelse

1. Tast

2. Tast

3. Tast

4. Tast

På / Av

Kort = Bytte mBytte Enheter åleenhet
Leseminne Lang = Min/Max minne

Lang = NullkorreksjonNullkorreksjon

Bakgrunnslys
Kort = Bakgrunnslys På i 20 sekund
Lang = langvarig lys

Minnefunksjon (for målt verdi):
Et langt trykk på "UNIT" angir den lagrede maksimalverdien.
Trykk to ganger for å vise den lagrede minimalverdien.
Hold inne "ZERO" tasten i 3 sekunder for å slette minnet.
Trykk på "UNIT" for å bytte tilbake til driftsmodus.
Feilkoder:

Kode Beskrivelse

Sensor defekt

Overtrykk eller Sensor defekt

Startprogram for trykk-kalibrering. Slå av 
for å fjerne driftsfeil.

Startprogram for temperaturkalibrering.
Slå av for å fjerne driftsfeil.



-1-0-1 bar, -1-0-2,5 bar, -1-0-4 bar, -1-0-6 bar, -1-0-10 bar, 
-1-0-16 bar, -1-0-25 bar 
0-50 mbar, 0-100 mbar, 0-250 mbar, 0-500 mbar 0-1000 mbar 
-50-0-50 mbar, -100-0-100 mbar, -250-0-250 mbar, -500-0-500 mbar 

< 40bar 150%;   ≥ 40bar 120%

100mmDiameter

0,2%FS opsjon 0,1%FS  

 

-10 - 60 ℃ 

18 ~ 30 ℃ 

EN61326

Sensor

< 60bar NBR, ≥ 60bar FKM 

0.40 Kg

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

Måleområde

-1-0 bar Vakuum,
0-1,6 bar, 0-2,5 bar, 0-4 bar, 0-6 bar, 0-10 bar, 0-16 bar, 0-25 bar, 0-40 bar,
0-60 bar, 0-100 bar, 0-160 bar, 0-250 bar, 0-400 bar,
0-600 bar, 0-1000 bar, (0-1600bar M20x1,5“)

Overbelastningsgrense

HvittBakgrunnslys

Nøyaktighet

Typisk: ±0.2%FS/Langtids stabilitet år

Driftstemperatur

Kompensasjonstemperatur

Elektrisk beskyttelse

Samplingsrate 5 ganger/sekund

Målemedium
Gass, vann, olje
og som ikke reagerer med rustfrie stål legeringer  og ikke er svært viskøse

Anslutning
Standard G1/2“ ifølge EN 837-1 
På forespørsel: 1/2NPT, M20x1,5

Anslutningsmaterial SS304 rustfritt stål (tilsvarer 1.4301, V2A)

SS304 rustfritt stål (tilsvarer 1.4301, V2A)

 SS304 rustfritt stål (tilsvarer 1.4301, V2A)

Hus

Pakning

Strøm Forsyning
3x Mignon AA (ikke inkludert)
eller micro USB max. 2.4A

12 MBatteritid åneder
Vekt

Teknisk tegning:

  Før første gangs bruk 
Tilbakestill nullpunktet i trykkløs tilstand!

Manometer slå på ♦ Trykk og hold inne knappen (Zero) i 5 sekunder.

Garantien utløper ved feil håndtering, oppbevaring eller endring av varene, spesielt ved
inngripen fra kjøperen eller tredjeparter, ved skade, inntrengning av støv, sand, støtskade
eller fallskade.

www.hydraco.no

http://www.hydraco.no
https://www.hydraco.no/digitale-manometer/


Battery-operated  

Precision Digital Pressure gauge 

Digi-100 

 

Class 0.2% / 0,1% 

Ø 100 mm 

Backlight 

Min / Max reading memory 

Bar graph 

Large 5-digit display 

 

Digi-100 is a battery-powered precision digital pressure gauge 
Accuracy class 0.2% optional 0.1% and is suitable for measurement 
of gases, liquids and oils.  
 
The large 5-digit LCD display with a bargraph display from 0 to 100% ensures excellent readability of the 
print. 
 
It is equipped with Min / Max measured value memory, zero point correction and backlighting. It is easy to 
switch between the world's most common measuring units: MPa, bar, PSI, mbar, Kg / cm², KPa, mmHg, 
mH²O and Torr. (depending on measuring range). 
 
Key functions: 

Button Function Description 

1. Key On / Off  

2. Key 
Units Shift Short = Change the units of measure 

Reading memory Long = Min/Max memory 

3. Key 0-point correction Long = 0-point correction 

4. Key Backlight 
Short = Backlight On for 20 seconds 
Long = steady light 

 
Measured value memory Function: 
A long press on "UNIT" indicates the stored maximum value. 
Press again to display the minimum stored value. 
A 3-second pressure on the "ZERO" key is enough to clear the measured value memory. 
Press "UNIT" to return to operating mode. 
 

Error Code: 

Nr. Code Beschreibung 

1 E-E Sensor defect 

2 E-H Overpressure or Sensor defect 

3 E-P 
Entry program of pressure calibration. 
Switch off to clear operating errors. 

4 P-C 
Entry program of pressure calibration. 
Switch off to clear operating errors. 

 



Measuring range 

-1-0 bar Vacuum, 
0-1,6 bar, 0-2,5 bar, 0-4 bar, 0-6 bar, 0-10 bar, 0-16 bar, 0-25 bar, 0-40 bar, 
0-60 bar, 0-100 bar, 0-160 bar, 0-250 bar, 0-400 bar,  
0-600 bar, 0-1000 bar, (0-1600bar M20x1,5“) 

-1-0-1 bar, -1-0-2,5 bar, -1-0-4 bar, -1-0-6 bar, -1-0-10 bar, 
-1-0-16 bar, -1-0-25 bar 
0-50 mbar, 0-100 mbar, 0-250 mbar, 0-500 mbar 0-1000 mbar 
-50-0-50 mbar, -100-0-100 mbar, -250-0-250 mbar, -500-0-500 mbar 

Overload limit < 40bar 150%;   ≥ 40bar 120% 

Backlit White 

Diameter 100mm 

Accuracy 0,2%FS         optional 0,1%FS 

Long-term stability Typical: ±0.2%FS/ year 

Operating temperatur -10 - 60 ℃ 

Compensation temperature 18 ~ 30 ℃ 

Electrical protection EN61326 

Sampling rate 5 times/second 

Measuring medium 
Gas, water, oil 
and the VA alloys do not attack and are not highly viscous 

Connection 
Standard G1/2“ according EN 837-1  
on request: 1/2NPT, M20x1,5 

Connection material 304 stainless steel (corresponds to 1.4301, V2A) 

Case 304 stainless steel (corresponds to 1.4301, V2A) 

Sensor 304 stainless steel (corresponds to 1.4301, V2A) 

Seal < 60bar NBR, ≥ 60bar FKM 

Supply 
3x Mignon AA (not included) 
or micro USB max. 2.4A 

Battery life 12 Month 

Weight 0.40 Kg 

 

Technical drawing:  

 

 

 

 

 

 

 

 

 

 

 

 

 

Before the first use 
  Reset zero point in a depressurized state! 

 
Manometer switch on ♦ Press the button (Zero) for 5 seconds. 

The warranty expires in the case of improper handling, storage or alteration of the goods, in 
particular in the event of any intervention by the buyer or third parties, in the event of damage  
Ingress of dust, sand, Push or fall.  

www.hydraco.no

https://www.hydraco.no/digitale-manometer/



